
           

 
*Il livello di pressione sonora è rilevato in campo libero a 1 m di distanza e a 1,5 m d'altezza lato vano compressori con la 
macchina funzionante a pieno carico senza gruppo idronico. 
Questo valore può variare secondo il luogo di installazione ed ha una tolleranza di +/-3 dB(A) secondo ISO 374 
 
Emissione: 03/20 
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Close Control Unit – CCU23 
Water cooled direct expansion   
Technical Data (211115) 

 
Air flow direction                   frontal return air – top air discharge 
Air flow       m3/h                5.250 max 
Fans      n°          1 
ESP                    Pa                        50-350 
EL. FAN MOTOR     
Nominal power     kW          1 
Nominal current      A       1,9 
 
COOLING CAPACITY : 
-  inlet air temp. 24°C / inlet water temp. 30°C kW (t/s)               22,7/18,9  

Compressor     n°          1 
Refrigerant Circuit    n°          1 
Electric coil                                                                                               9 kW – 14A      
Water connection s    mm         1” M 
Drain        Ø         19 
Water pressure drop    KPa                      18 
Humidifier                                                           kg/h                            5-8 
Connection discharge air    mm     849x545 H  
 
El. Connections     cable               5 x 16 mm2 

Max abs. Power     kW         25 
Max abs. Current MRA    A         47 
Starting current LRA    A       119 
El. Supply     V/Ph/Hz         400/3/50+N+PE 
 
Sound pressure level @2m   db (A)        57* 
Transport weight     kg      430 (+plenum 20) 
Length       mm   1.130 
Width      mm       870 
Height      mm    2.050 (+plenum 350) 

 

Optional 
El. Connections cable 5 x 16 mm2 
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